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Type LR

A versatile, self-adjusting clamp
designed to suit a range of flange
thicknesses.
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FREE connection
detailing available

Note 1: When installing, ensure the straight (not tapered) leg of the saddle is in contact with the flange. 4 See page 6
Note 2: Y, X and T will vary depending on the thickness of V.

%Z‘%

e Clamping ranges from 3mm - 24mm (size M24).

* For parallel and tapered flanges up to and including 15°.

* The leg of the saddle prevents the clamp from rotating.

* The tail spans slotted clearance holes.

e For higher loads the Type AAF should be used, see page 16.

UK c € For Characteristic Resistances when designing a connection to Eurocode 3, refer to DoP No.006 (CE)
cA or DoC No.106 (UKCA) on Lindapter's website. Alternatively, request a DoP or DoC brochure.

Material: Malleable iron, zinc plated or hot dip galvanised.

Safe Working Loads (FOS 5:1) Dimensions
Product Bolt 8.8 Tensile Slip Tightening Clamping Range Y X T Width
Code z /1Bolt / 2 Bolts Torque* \" with Saddle

kN kN Nm mm mm mm mm mm
LR10OV M10 1.5 - 20 3-10 21-24 24 - 26 21-24 33
LR12 M12 5.8 0.9 69 3-12 26 -29 25-31 25-29 39
LR16 M16 8.5 1.7 147 3-16 30-35 34-37 30-36 46
LR20 M20 14.7 3.0 285 3-20 42-49 46 - 51 41- 48 57
LR24 M24 19.7 4.5 491 3-24 47-57 52-58 44-54 76

1) LR10 available in Hot Dip Galvanised only.
* Torque figures based on bolts / setscrews in an unlubricated condition. For further information on lubricated fasteners see page 78.
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Packing Pieces for Types LR and D2

These packing pieces are compatible with the Types LR and D2 fixings and are used
to increase the clamping range to suit a range of flange thicknesses. Please select
the correct packing combination from the table below.

Packlnq Pleces Ceteeeceeccsecescteestcanennen AIsoAvallable Ceeecccessecctasseecacanaeneaan
'd
% Type P1 Ionq / Mild steel, malleable iron, zinc plated or hot dip galv. Type w Mild steel, zinc plated or hot dip galvanised.
o Type P2 Ionq Product Bolt Size Dimension Product Bolt Size Dimension
o Code z T (mm) B Code z T (mm)
o =
g ~ P1L10 M10 5 wos M8 4
S @f‘-‘ PIL12 Mi2 6 w10 M10 5.5
~ £ PIL1 ' wi2
\\‘ 6 M16 8 M12 6
h P1L20 M20 10 w16 M16 8
Pi1L24 M24 12 w20 M20 10
!
P2L10 M10 10 I Note: The Type W is used to fill the recess in the
Type D2 to convert it into a flat top clamp to
P2Li2 M12 12 E‘ enable the bolt head or nut to be rotated on
*_T_ P2L16 M16 16 a hardened washer.
- P2L20 M20 20 =
P2L24 M24 25) =l Z e

Tail Lenqth/ Packinq cOmbinations S

0 For thicker flanges 0 Other combinations than what is shown below may be possible. Contact our Technical Support

contact Lindapter. team to discuss your requirements.
Packing Combinations for Type LR Packing Combinations for Type LR
(Parallel flanges only) (For IPN-Beams of an 8° slope only)
Combinations Clamping Range IPN M10 M12 Mi16 M20 M24
LR PIL P2L MO M2 M6  M20  M24 e
mm mm mm mm mm mm LR PIL P2L LR PIL P2L LR PIL P2L LR PIL P2L LR PIL P2L
- - 3-10 3-12 3-16 3-20 3-24 80 1 - - X - - X - X =X - -
THIERE 8-15 9-18 1-24 13-30 15-36 LU | IR | B | SR | = | =]
20 1 - - 1 - - 1 X X -
1= 13-20 15-24 19-32 23-40 27-48
40 1 - - 1 - - 1 - - X Y
111 18-25 21-30 27-40 33-50 39-60 wo 11 - -1 - -1 1 - x )
1 - 2 23-30 27-36 35-48 43-60 51-72 180 1 - - 1 - - 1 - - 1 5 | Al
1 1 2 28-35 33-42 43-56 53-70 63-84 200 1 - - 1 - -1 - f] 1 - X -
1 - 3 33-40 39-48 51-64 63-80 75-96 220 ||V e ) Vs e e ) o
240 1 1 - 1 - - 1 - - -
. L 260 |1 [0 -] -1 - -
Packing Combinations for Type D2 280 1 1 - 1 1 - 1 -1l A .
(Parallel flanges and beams of up to 5° slope) 300 1 1 - 1 1 - 1 - - 1 -1 - -
o . 320 1 1 - 1 1 - 1 - - -
Combinations Clamping Range 340 e e T 1 B 9= | o
D2 PIL P2L M10 M12 Mi6 M20 seo 11 - 111 1 W1 1 -1 - )
mm mm mm mm
) 380 || 1 [ - [l o =1 -] -1 - -
1 5-10 5-10 6.5-13 85-17 Pyl | PR | FTr | I— | - i
T - - 10-20 10-22 13-20 17 - 24 e | IR T | R | BT | BTt | s
T - 15-25 16 - 28 21-28  27-34 450 1 - 1 1 - 1 1 1 - 1.1 - 1 -
1T - 20-30 22-34 29-36 37-44 75 Ao 0 T I
1T 11 25-35 28-40 37-44 47-54 S00 fl1 1 A1 - 1p1 o1 o-piot-jl .
s50 |1 0l s e s
1T -2 30-40 34-46 45-52 57-64 6o Il - - -1 1 11+ A
T 12 35-45 40-52 53-60 67-74

LR = Type LR | PIL = Type Pllong | P2L = Type P2 long | X = Not possible
1 o 3 40 - 50 46 - 58 61-68 77 -84

1) Setscrew inverted.
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Location and End Plates for Types LR and D2

These plates ensure the clamps and bolts are located in the correct position relative
to the supporting steelwork. If you would like help with choosing a suitable plate,

please contact Lindapter.

Location Plate

Location plates are required when securing
two sections together with clamps attached
to the upper and lower sections with

both clamps directly opposing
each other.

The plate is positioned
between the two sections to
hold the bolts at the correct
centres and should be fabricated to
the dimensions shown in the table below.

Material: Structural steel grade S355. For other grades contact Lindapter.

Bolt Hole Plate Hole Length
Size 2 Thick. Centres

d C1 min L1

mm mm mm mm

M10 1 8 Bi+1 B1 + 66
M12 14 10 B1+14 B1 + 81
M16 18 15 B1+18 B1+105
M20 22 20 B1+ 22 B1+132
M24 26 20 Bi1+ 26 B1+156

Hole
Centres

C2
mm

B2+
B2 +14
B2 +18
B2 + 22
Bz + 26

Width
min L2
mm
B2 + 66
B2 + 81
B2 +105
B2 +132
B2 +156

.......................................................................................

LOCATION PLATE DIMENSIONS

L1 = Location Plate Length, L2 = Location Plate Width,
B1, B2 = Flange Width, C1, C2 = Hole Centres, d = Hole @

L1

T o Y R

End Plates should be used
when clamps are attached to
the supporting section only.

The End Plate holds the bolts
at the correct centres and
should be fabricated to the
dimensions shown in the

table below.

Material: Structural steel grade S355. For other grades contact Lindapter.

Bolt Hole Plate Hole Length
Size 2 Thick.”  Centres
d Ci min L1
mm mm mm mm

M10 1 8 B+ B +66
M12 14 10 B +14 B + 81
M16 18 15 B +18 B +105
M20 22 20 B +22 B +132
M24 26 20 B+ 26 B +156

Hole
Centres

min C2
mm

70
80
100
120
150

Width
min L2
mm
C2+50
C2+60
C2+70
C2+90
C2+110

1) Depending on the type of connection and associated end plate use, the thickness may

need to be modified to comply with accepted local design codes.

END PLATE DIMENSIONS

L1 = End Plate Length, L2 = End Plate Width,
B = Flange Width, C1, C2 = Hole Centres, d = Hole @
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o To calculate the bolt length, add up the total distance that the bolt will pass through, plus half of the bolt diameter. Then round up
the total to the nearest available bolt length. An example can be found on page 10.

0 If drilling through the flange of the supported steelwork please contact Lindapter to ensure suitability.
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CORRECT INSTALLATION / RICHTIGE MONTAGE

Type / Typ LR

Nose H
Nase Saddle Approvals
Nez Sattel i Zulassungen / Homologations
Rotule
Leg
Anschlag als Lloyd's
Verdrehsicherung Slot Register
(gerade Seite) LANGIOCK
Jambe Fente
Clip — Tail
Klemme Nocken
Clip Talon
Product Code Bolt Torque (for unlubricated bolts)* Clamping Range
Artikelnummer Schraube Anziehmoment (fiir ungeschmierte Schrauben)* Klemmbereich
Code Produit Boulon Couple de serrage (pour boulons non-lubrifiés)* Capacité de serrage
Nm mm
LR10" M10 20 3-10
LR12 M12 69 3-12
LR16 M16 147 3-16
LR20 M20 285 3-20
LR24 M24 491 3-24
Product Code Grd. 5 Bolt Torque (for unlubricated bolts)* Clamping Range
ftIb
LLRO37" 3/8” 15 1/8” - 3/8”
LLRO050 1/2” 50 1/8” - 1/2”
LLR062 5/8” 108 1/8” - 5/8”
LLRO75 3/4” 210 1/8” - 3/4”
LLR100 17 362 1/8” - 17
1) LR10 / LLRO37 available in Hot Dip Galvanised only. 1) Typ LR M10 ist nur in feuerverzinkt erhéltlich. 1) LR710 en Galvanisée a Chaud.

* All torque figures provided are based on fasteners in an unlubricated condition. For further information contact Lindapter.
* Alle angegebenen Anziehmomente basieren auf Befestigungselementen im ungeschmierten Zustand. Fir weitere Informationen kontaktieren Sie bitte Lindapter.
* Les valeurs des couples de serrage sont fournies sur la base de boulons non-lubrifiés. Pour plus d’information, contacter Lindapter.

For safe working loads and characteristic resistances please refer to the Lindapter website www.Lindapter.com
Die Belastungswerte entnehmen Sie bitte der bauaufsichtlichen Zulassung und von der Internetseite www.Lindapter.de
Pour les charges utiles et les résistances caractéristiques veuillez-vous référez au site de Lindapter www.Lindapter.fr

= ® Lindsay House, Brackenbeck Road, Bradford, West Yorkshire, BD7 2NF, England
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CORRECT INSTALLATION / RICHTIGE MONTAGE

Type / Typ LR

Installation / Montage

It is important that the LR is fitted correctly. The nose must sit on the flange of the section
being secured. Also, the straight and not the tapered leg should be in contact with the
edge of the flange (see illustration). For thicker flanges, packings P1 long and P2 long

are available. For details of packing combinations, location plates and safe working loads,
please refer to the Lindapter catalogue.

Bei der Montage muss die richtige Position von Sattel und Klemme unbedingt beachtet werden.
Die Nase der Klemme (geriffelte Seite) muss auf dem zu befestigenden Tragerflansch/Gurt
aufliegen. Die geraden Seiten der Sattelarme missen am Flansch/Gurt anliegen. GroRere
Flanschdicken kénnen mit Unterlegstlicken P1 lang und P2 lang geklemmt werden. Fir Angaben
zur Nockenhéhe, Klemmenhdhe, Klemmkombinationen, Zwischenplatte und Belastungswerten
verweisen wir auf die Internetseite www.Lindapter.de

Il est important de fixer le crapaud LR et son boulon correctement. Le nez du clip doit reposer
sur l'aile du profilé a assembler. Le coté droit des pattes du clip (et non le coté incliné) doit se
trouver contre le bord du profilé ; comme indiqué sur l'illustration. Pour des ailes plus épaisses,
il existe des cales de longueur P1 et P2. Pour les combinaisons longueur talon / cale, les
platines de positionnement et les charges utlies, se reporter au site www.Lindapter.fr

= ® Lindsay House, Brackenbeck Road, Bradford, West Yorkshire, BD7 2NF, England
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